
Wireless Interlink Wireless Interlink
Heat Alarm

OM866S-10RF
OM866SB-10RF

OM866H-10RF
OM866HB-10RF

Smoke Alarm

Alarms must be paired before 
being installed.

On each of the remaining alarms, 
press the pairing button twice. The 
front light will flash 5 times.

Pairing is complete. Remove the 
mounting plates from the alarms 
and mount them to the ceiling. The 
alarms will remain paired even 
when the mounting plates are 
removed.

Gather all units together and 
activate them by attaching the 
backing plates.

Press the test button on each 
individual alarm to ensure they 
activate.

Press and hold the Test button and 
check all other alarms sound. This 
may take up to 25 seconds for all 
alarms to sound.

Select one alarm to be the 
“Master”. It is good practice to 
mark this alarm as the “Master” for 
future reference.
Press and hold the pairing button 
on the “Master” alarm for 5 seconds 
until the front LED shows red.

You have 30 seconds to complete 
pairing.
If the 30 seconds runs out before 
you finish, go back to Step 4 for 
the remaining alarms. (i.e. press the 
“Master” pairing button for 5 
seconds to get a further 30 
seconds pairing time.)
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Quick Start Pairing Guide PAIRING
VIDEO

TROUBLESHOOTING

Test button or 
pairing button is 
not working.

Ensure the alarm backing 
plate is installed correctly.

Alarm won’t pair 
even though test 
button is working.

Try resetting the alarm and 
trying again. To reset the 
alarm, push the pairing button 
5 times.



Quick Start Pairing Guide

Wireless Interlink Wireless Interlink
Heat Alarm

Wireless Interlink
Alarm Controller

OM866S-10RF
OM866SB-10RF

OM866H-10RF
OM866HB-10RF OM866C-10RF

Smoke Alarm

Alarms and controller must be 
paired before being installed.

On each of the alarms, press the 
pairing button twice. The front light 
will flash 5 times.
Once all alarms are paired, press 
the “H.Code” button again to stop 
pairing mode.

On the controller, press the TEST / 
SILENCE button firmly until the front 
“CO” and “    ” lights show red. 
Check all alarms sound. Note: this 
may take up to 25 seconds for all 
alarms to sound. Press the TEST / 
SILENCE button again to finish 
testing and silence the alarms.

Pairing is complete. Remove the 
mounting plates from the alarms 
and mount them to the ceiling. The 
alarms will remain paired even 
when the mounting plates are 
removed.

Gather all units together and 
activate them. (For the controller, 
slide the POWER switch to ON, for 
the alarms, attach the backing 
plates.)

Press the test button on each 
individual alarm to ensure they 
activate.

On the controller, use a pen to 
press and hold the “H.Code” button 
for 5 seconds. The front “CO” and 
“    ” lights will show red.

You have 2 minutes and 30 
seconds to complete pairing.
If the 2.5 minutes runs out before 
you finish, go back to Step 4 for 
the remaining alarms. (i.e. press 
and hold the “H.Code” button for 5 
seconds to get a further 2.5 
minutes pairing time.)
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PAIRING
VIDEO

TROUBLESHOOTING

Test button or 
pairing button is 
not working.

Ensure the alarm backing 
plate is installed correctly.

Alarm won’t pair 
even though test 
button is working.

Try resetting the alarm and 
trying again. To reset the 
alarm, push the pairing button 
5 times.


